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紅  外  枪  型  网  络  摄  像  机 硬 件 安 装
IR Bullet Network Camera Hardware Installation

1 2 3 3-1
Remove the Cover / 取下盖子
Installation / 安装 Insert the LAN canle to the cable hole

before installation
安装前先將电缆線穿入电缆孔。

Cable management / 理线方式

cable range:Ø5~9mm
电缆范围：Ø5~9mm

External I/O Connector

●DC out (12V)

●MIC

●Speaker

●IR Infrared
  receiver

Micro SD Card Slot
(Non for Argentina)

LAN SocketDC Power Inlet

Power Indicator

Reset Button

5 seconds

 The ITE is to be connected only to PoE 
networks without routing to the outside plant.

ITE是只能连接到PoE网络没有路由到外面

Attention 注意

Overview / 机身说明

直流电源插口

电源指示灯

LAN插槽

外部I / O连接器

Micro SD卡插槽(非阿根廷)

5秒

重置按钮
Light Sensor / 光传感器4 5

Stabilize Hardware /  稳定硬件7
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TF

N

W

T
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Vari-Focal Lens /  变焦镜头Lens Adjustment / 镜头调整6 6-1

Over 9mm
超过9mm

or

seal / 密封橡胶

3-2 Cable management / 理线方式

Silicon 硅 

Apply silicon to fill up the
interspace, in order to
avoid water permeation.
请使用硅来填满空隙，
以避免水的渗透

●High dB alarm

●Alarm

LAN Socket / 网络连接1

Power Inlet / 电源连接2

12

Outdoor 户外

* Tripod (Not supplied)
三脚架（未提供）

Motorized Lens
please ignore this step.
电动镜头请忽略此步骤。

Screw Torque 螺丝扭力
0.15~0.2kgf-cm(Max.)

Excessive torque will
cause the lens to be damaged
扭力过大将导致镜头受损

PoE

DC12V
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Weather Proof

RESET
5 seconds

I/O
d

GND
DC12V_out

GND
Reset

RS485+
RS485-

Alarm_NO
GND

Alarm_COM
Alarm_NC

Alarm_A
Alarm_K

b

Audio
I/O

c MIC_in
GND

Audio_out
GND

DC12V+

DC12V-
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Motorized Lens
please ignore this step.
电动镜头请忽略此步骤。

Screw Torque 螺丝扭力
0.15~0.2kgf-cm(Max.)

Excessive torque will
cause the lens to be damaged
扭力过大将导致镜头受损


